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Tradifloor
Single component grout for flooring joints, made of Portland cements, sulpho aluminate cements, pozzola-
nic elements and aggregates with a selected granulometry to facilitate agile and effortless applications. High 
hardness, resistance to abrasion and absorption of water and dirt; excellent adhesion and stability to UV rays. 
Available in two granulometries and in different colors.

Joint thickness 0-3 mm 3-12 mm

Class UNI EN 13888 CG 2 WA CG 2 WA

Aggregate size < 0.3 mm < 0.5 mm

Flexural strenght UNI EN 12808-3 9.5 MPa 10 MPa

Compressive strenght UNI EN 12808-3 33 MPa 35 MPa

Water absorption after 30 minutes 
UNI EN 12808-5

1.0 g 1.3 g

Joint thickness 0-3 mm 3-12 mm

Water absorption after 240 minutes 
UNI EN 12808-5

2.5 g 2.6 g

Shrinkage UNI EN 12808-4 1.3 mm/m 1.4 mm/m

Abrasion resistance UNI EN 12808-2 < 1000 mm3 < 1000 mm3

Theoretical consumption see table see table

Foot traffic 12–24 hours 12–24 hours
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Description

Tradifloor is a single-component grout mortar for joints, made 
of Portland cements, special cements, pozzolanic  elements 
and aggregates of selected granulometry, for agile and ef-
fortless applications. The product guarantees high mechani-
cal performances in terms of compressive, bending, abrasion 
strength and chemical performance such as limited absorption 
of water, dirt, grease and oils, and resistance to both alkalis and 
acids. Excellent adhesion, excellent stability to UV rays, high 

flow, smooth or natural finish. Available in two granulometries 
and in different colors. The two different granulometries allow 
the grouting of joints of different width, the fine grain is suitable 
for sealing joints with widths of 0-3 mm while the larger one 
is suitable for wider joints, up to 1.2 cm. The colors are bright 
and stable to weather, to efflorescence, to biotic and abiotic 
organism attacks, to UV radiation.

Joint thickness 0-3 mm 3-12 mm

Packaging 5 kg 5 kg

Powder form form

Apparent volumetric mass 1250 kg/m3 1300 kg/m3

Mixing water 25-27% 26-28 %

Joint thickness 0-3 mm 3-12 mm

Paste consistency fluid paste fluid paste

Paste duration 2 h 2 h

Application temperature +5°C/+35°C +5°C/+35°C

Storage 24 months 24 months

Physical features

Surface preparation

Before grouting, check that the installation has been carried 
out correctly and that the tiles are perfectly anchored to the 
base coat. The joints to be grouted must be cleaned of any 
residue of adhesive, mortar or foreign substances for the whole 
thickness. The base coats must be cured and free from cap-
illary ascents in order to prevent the risk of efflorescence and 

saline deposits which could affect the coloring and aesthetic 
performance.
Test beforehand the cleanability of the cementitious grout on 
the tiles. In the case of excessively absorbent tiling, it may be 
necessary to treat it with specific protecting agents to prevent 
the formation of indelible marks or stains.

Application fields

Grouting wall and floor coverings, in interior and exterior, of: 
ceramic tiles, mosaic, marble, granite, natural stone, terracot-
ta, stoneware, etc. Particularly suitable in damp spaces where 

mold proliferation is more favorable, such as a shower box.

Product preparation

Mix with the correct quantity of clean water (see technical 
data), possibly with a low RPM mixer, until a homogeneous and 
lump-free paste is obtained, taking into account that the paste 
for floor filling may be more fluid than for coating.

Let the paste cure for 3 minutes, then mix for 30 seconds be-
fore use.
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Item specifications

Sealing of joints of indoor and outdoor wall and floor coverings 
with a cementitious-based sealant, such as Tradifloor by Tradi-
malt S.p.A., waterproof to heavy rain and resistant to abrasion, 
consisting of hydraulic binders, special cements, pozzolanic 
elements and selected marble powder. Variable consumption 
according to the tile size and the joint width. 

Consumption according to the format, the tile thickness and 
the joint width.
Compressive strength at 28 days. 35 MPa.
CG2 WA classification according to UNI EN 13888.

Product application

Apply the product with the special rubber trowel, possibly ac-
curately filling the joints. Non-homogeneous joint thicknesses 
can lead to different curing times and color variety. Extreme 
conditions such as very high temperatures, strong wind and 
highly absorbing base coat can cut the open time. Under such 
conditions, it is advisable to wet the edge of the joint before 

application.
Remove excess material with the same rubber trowel. Clean 
the joints in a transversal direction with a damp cloth or sponge, 
while avoiding removing the grout.

Plus

Marble powder
C1 Bianco consists of grains of marble dust. This aggregate 
enhances the durability performance thanks to its chemical re-
sistance. Its low water absorption translates into the creation 
of a product that can be easily applied even with modest quan-
tities of mixing water, offering lower shrinkage and higher me-

chanical features. Historically marble powders were the most 
aesthetically and functionally prestigious aggregates. Their mix 
offers decoration, breathability and resistance to environmental 
aggressions, both biotic (molds and bacteria) or abiotic (acid 
rains).

Pozzolanic elements
The formulation of Tradifloor contains elements and high poz-
zolanic effect and reactivity with Portland cement. These com-
pounds, interacting with the free lime present in the chemical 
composition of Portland cement, give the finished product 
some peculiar characteristics: reduction of microstructural per-
meability, inhibition of efflorescence and cracking, increase of 

mechanical resistance, resistance in acidic and alkaline envi-
ronments, increase in color brilliance, creation of a finer and 
smoother finish. This entails a greater mechanical and aesthet-
ic durability together with a better resistance to the absorption 
of water, stains and dirt

Special cements
The combination of sulpho aluminate cements and Portland 
cements gives a high setting and hardening speed. The prod-
uct offers very high initial mechanical performances related to 

resistance to abrasion, to chemical agents, to sulphate attack 
and to the washing-out action of water.
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Warnings

•	 Do not apply on frozen or thawing surfaces, or if there is a chance 
of freezing in the next 24 hours.

•	 Do not apply with high temperature;
•	 Do not apply on absorbent surfaces; 
•	 Wet the surface the day before the application.
•	 Protect the plaster from a rapid drying and wet for a few days 

after the application.
•	 Protect the product from heavy rain and direct sunlight for at 

least 12 hours following application.

•	 The workability times can be strongly affected by the weather 
conditions, temperature, moisture and ventilation as well as by 
the tiles and base coat absorption.

•	 In order to guarantee an homogeneous color result, use sealant 
from the same production batch. 

•	 Store the product in unopened packaging and away from mois-
ture for a maximum duration of 12 months.

The technical-practical information in the technical data sheet is the result of our most accurate and detailed scientific research and field experiences. However, since it is not 
possible to intervene directly on the site conditions and on the execution of the works, this information is to be considered purely indicative and, therefore, not binding either 
legally or otherwise in relation to third parties. This information does not exempt the end user from their responsibility to test our products in order to ascertain their suitability 
for their intended use. Therefore, we strongly recommend the customer/applicator to carry out appropriate preventive tests with Tradimalt products so that their suitability can 
be ascertained.

Raw materials contained within the product

Selected raw materials:
•	 White cements, Portland 52.5 R type I  from Italian cement plants; 
•	 Elements with pozzolanic activity that increase chemical and me-

chanical resistance, reduce permeability and prevent alkali-silica 
reactions; 

•	 Sulpho-aluminate cements, with high sulfate resistance, low alkali 

content, which counteract mortar shrinkage during the hydration 
phase and regulate its setting time;

•	 Marble powder, aggregates that combine excellent chemical-me-
chanical performance and aesthetic value.

Recyclable product at the end of its shelf life.

Tradimalt, in its information and technical-commer-
cial materials, provides data on the composition of 
each product and a few key production character-
istics. Thus, the focus is on supply chain transpar-
ency, not required by any applicable law, but that 

Tradimalt intends to offer its customers to empha-
size the quality of the raw materials, as well as the 
product, in addition to the "safety" that the com-
pany intends to express in matters of formulations.

Product consumption

Tradifloor consumption (g/m2)

C x D x B A (joint size in mm)

(tile size in cm) 2 3 4 6 8 10 12

2 x 2 x 0.38 1216 1824 2432 3648 4864 6080 7296

10 x 10 x 0.6 384 576 768 1152 1536 1920 2304

15 x 15 x 0.9 384 576 768 1152 1536 1920 2304

20 x 20 x 0.9 288 432 576 864 1152 1440 1728

20 x 30 x 0.9 240 360 480 720 960 1200 1440

30 x 30 x 1 213 320 427 640 853 1067 1280

40 x 40 x 1 160 240 320 480 640 800 960

50 x 50 x 1 128 192 256 384 512 640 768

60 x 60 x 1 107 160 213 320 427 533 640

60 x 120 x 1.1 88 232 176 264 352 440 528


